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The recording and reproducing capabilities of a Yamaha Disklavier grand piano and a Bo¨sendorfer
SE290 computer-controlled grand piano were tested, with the goal of examining their reliability for
performance research. An experimental setup consisting of accelerometers and a calibrated
microphone was used to capture key and hammer movements, as well as the acoustic signal. Five
selected keys were played by pianists with two types of touch~‘‘ staccato’’ and ‘‘ legato’’ !. Timing
and dynamic differences between the original performance, the corresponding MIDI file recorded by
the computer-controlled pianos, and its reproduction were analyzed. The two devices performed
quite differently with respect to timing and dynamic accuracy. The Disklavier’s onset capturing was
slightly more precise~610 ms! than its reproduction~220 to130 ms!; the Bösendorfer performed
generally better, but its timing accuracy was slightly less precise for recording~210 to 3 ms! than
for reproduction~62 ms!. Both devices exhibited a systematic~linear! error in recording over time.
In the dynamic dimension, the Bo¨sendorfer showed higher consistency over the whole dynamic
range, while the Disklavier performed well only in a wide middle range. Neither device was able to
capture or reproduce different types of touch. ©2003 Acoustical Society of America.
@DOI: 10.1121/1.1605387#
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I. INTRODUCTION

Current research in expressive music performa
mainly deals with piano interpretation because obtaining
pressive data from a piano performance is easier than,
from string or wind instruments. Pianists are able to con
only a few parameters on their instruments. These are
tone1 onsets and offsets, the intensity~measured as the fina
hammer velocity!, and the movements of the two pedals2

Computer-controlled grand pianos are a practical device
pick up and to measure these expressive parameters an
the same time—provide a natural and familiar setting
pianists in a recording situation. Two systems are most c
monly used in performance research: the Yamaha Diskla
~Behne and Wetekam, 1994; Palmer and Holleran, 19
Repp, 1995, 1996a, b, c, 1997a; Juslin and Madison, 19
Bresin and Battel, 2000; Timmerset al., 2000; Riley-Butler,
2001, 2002!, and the Bo¨sendorfer SE system~Palmer, 1996;
Bresin and Widmer, 2000; Goebl, 2001; Widmer, 200
2002, 2003!. Some studies made use of various kinds
MIDI keyboards which do not provide a natural playing sit
ation to a classical concert pianist because they have a
ferent tactile and acoustic response~e.g., Palmer, 1989
Repp, 1994!.

Both the Disklavier and the SE system are integra
systems~Coenen and Scha¨fer, 1992!, which means that they
are permanently built into a modern grand piano. They
based on the same underlying principle. That is, to mea
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and reproduce movements of the piano action, above all
final speed of the hammer before touching the strings. Th
devices are not designed for scientific purposes and t
precise functionality is unknown or not revealed by the co
panies. Therefore, exploratory studies on their recording
playback precision are necessary in order to examine
validity of the collected data.

Both devices have sensors at the same places in th
ano action~Fig. 1!. There is a set of shutters mounted o
each of the hammer shanks.3 This shutter interrupts an infra
red light beam at two points just before the hammer hits
strings: the first time approximately 5 mm before hamme
string impact, the second time when the hammer crown
starts to contact the strings. These two points in time yield
estimate of thefinal hammer velocity~FHV!. In the case of
the Disklavier, no further information about how this data
processed was obtainable. On the Bo¨sendorfer, the time dif-
ference between these two trip points is called~by definition!
inverse hammer velocity~IHV ! and is stored as such in th
internal file format. Since the counter of this infrared beam
operating at 25.6 kHz, the final hammer velocity~in meters
per second! is: FHV5128/IHV ~Stahnke, 2000; Goebl, 2001
p. 572!. The timing of the trip point closer to the strings
taken as the note onset time which has a resolution of 1
ms. It seems that the Disklavier uses the same measu
method for hammer velocity and note onset, but as the c
pany does not distribute any more specific details, this
only speculation. The MIDI files of the Disklavier provide
2273273/11/$19.00 © 2003 Acoustical Society of America
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FIG. 1. A Bösendorfer grand piano ac
tion with the SE sensors sketched. Ad
ditionally, the placement of the two ac
celerometers are shown.~Figure
generated with computer software b
the authors. Piano action by Bo¨sendor-
fer with permission from the com-
pany.!
e
,
be
r

s
s

d
y
a
m
-
n

th

fil
al

th
m
th
n

io
a
s

ie
al
ei
sm
ee

th

a

lts

the
ics.
es
ano
he
of
or
d
t
ble.
m

ro-
os

und
the

g
ent
no.
ey-
orce
e

son

red

s

p-
384 MIDI ticks per 512 820 microseconds~as defined in the
tempo command in the MIDI file!, thus a theoretical timing
resolution of 1.34 ms.

A second set of sensors is placed under the keys to m
sure when the keys are depressed and released. Again
exact use of this information at the Disklavier cannot
reconstructed, but the Bo¨sendorfer uses this information fo
releasing the keys correctly~note offsets! and to reproduce
silent tones~when the hammer does not reach the string!.
The Disklavier used in this study did not reproduce any
lent notes at all.

The data picked up by the internal sensors are store
the Disklavier on an internal floppy drive or externally b
using the MIDI out port. The SE system is linked with
special cable plugged into an ISA card of a personal co
puter runningMS DOS. Internal software controls the record
ing. The information is stored in standard MIDI format o
the Disklavier, and in a special file format on the Bo¨sendor-
fer ~each recording comprises a set of three files with
extensions ‘‘.kb’’ for keyboard information, ‘‘.lp’’ for the
loud ~right! pedal, and ‘‘.sp’’ for the soft~left! pedal!. Al-
though the SE file data are encrypted, the content of the
can be listed with the supplied software and used for an
sis.

The reproduction is carried out with linear motors~sole-
noids! placed under the back of each key. The cores of
coils of the Disklavier have a length of approximately 7 c
whereas those of the SE system are at least double
length or more. Pedal measurement and reproduction is
discussed in the present study.

Only a few studies provide some systematic informat
about the precise functionality of these devices. Coenen
Schäfer ~1992! tested five different reproduction device
~among them a Bo¨sendorfer SE225 and a Yamaha Disklav
grand piano, DG2RE! on various parameters, but their go
was to evaluate their reliability for compositional use; th
main focus was therefore on the production mechani
They determined practical benchmark data like scale sp
note repetition, note density~maximum number of notes
which can be played simultaneously!, minimum and maxi-
mum length of tones, and pedal speed. In their tests,
integrated systems~Disklavier, SE! performed generally
more satisfactorily than the systems which are built into
existing piano~Autoklav, Marantz pianocorder!. The Bösen-
dorfer, as the most expensive device, had the best resu
most of the tasks. Bolzinger~1995! performed some prelimi-
2274 J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W
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nary tests on a Yamaha upright Disklavier~MX-100 A!, but
his goal was to measure the interdependencies between
pianist’s kinematics, performance, and the room acoust
With his Disklavier, he had the opportunity to play back fil
and to simultaneously record the movements of the pi
with the same device using the MIDI out port. That way,
obtained very easily a production–reproduction matrix
MIDI velocity values, showing a linear reproducing behavi
only at MIDI velocity units between approximately 30 an
85 ~Bolzinger, 1995, p. 27!. On the Disklavier in the presen
study, this parallel playback and recording was not possi
Maria ~1999! developed a complex methodology to perfor
meticulous tests on a Disklavier~DS6 Pro!, but no system-
atic or quantitative measurements are reported so far.

The focus of this study lies on the recording and rep
ducing accuracy of two computer-controlled grand pian
with respect to properties of the piano action~hammer–
string contact, final hammer velocity!, and properties of the
sounding piano tone~peak sound-pressure level!. In addition
to this, we report the correspondence between physical so
properties and their representation as measured by
computer-controlled pianos~MIDI velocity units!, in order to
provide a benchmark for performance research~see also
Palmer and Brown, 1991 and Repp, 1993!.

Another issue discussed in the following is the timin
behavior of the grand piano action in response to differ
types of touch and their reproduction by a reproducing pia
Selected keys distributed over the whole range of the k
board were depressed by pianists with many degrees of f
and with two kinds of touch: with the finger resting on th
surface of the key~legato touch!, and with an attack from a
certain distance above the keys~staccato touch!. These dif-
ferent kinds of touch are described in Askenfelt and Jans
~1991!.

II. METHOD

A. Material

Two computer-controlled grand pianos were measu
in this study.

~i! Yamaha Disklavier grand piano of the Mark II serie
~DC2IIXG, 173 cm, serial number: 5516392!, situated
at the Department of Psychology, University of Up
. Goebl and R. Bresin: Accuracy of computer-controlled grand pianos
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sala, Sweden. The Mark II XG series was issued
Yamaha in 1997~information by Yamaha Germany
Rellingen, personal communication!.

~ii ! Bösendorfer computer-controlled grand pia
~SE290, internal number 290-3, 290 cm!, situated at
the Bösendorfer company in Vienna, Austria. Th
Stahnke Electronics~SE! system dates back to 198
~for more information on its development, see Mo
and Rhea, 1990!, but this particular grand piano wa
built in 2000. The same system used to be installed
an older grand piano~internal number 19-8974, buil
in 1986, used, e.g., in Goebl, 2001!, but was put into
a newer one for reasons of instrumental quality.

Immediately before the experiments, both instruments w
tuned, and the piano action and the reproduction unit
viced. In the case of the Disklavier, this procedure was c
ried out by a specially trained Yamaha piano technician.
the Bösendorfer company, the company’s SE technician to
care of this work.

B. Equipment

The tested keys were equipped with two acceleromet
one mounted on the key4 and one on the bottom side of th
hammer shank.5 The accelerometer setting~see Fig. 1! is the
same used in Askenfelt and Jansson~1991!. Each of the ac-
celerometers was connected with an amplifier6 with a hard-
ware integrator inside. Thus, their output was velocity
terms of voltage change. A sound-level meter~Ono Sokki
LA-210! placed next to the strings of that particular key~ap-
proximately 10-cm distance! picked up the sound. The ve
locities of the key and the hammer as well as the sound w
recorded on a multichannel digital audio tape~DAT! recorder
~TEAC RD-200 PCM data recorder! with a sampling rate of
10 kHz and a word length of 16 bit. The DAT recording
were transferred onto computer hard disk into multichan
WAV files ~with a sampling frequency of 16 kHz!.7 Further
evaluation of the recorded data was done inMATLAB pro-
gramming environment with routines developed for this p
pose~by the first author!.

C. Calibration

The recordings were preceded by calibration tests in
der to be sure about the measured units. The accelerom
amplifiers output ac voltages corresponding to certain m
sured units~in our case, meters per second! depending on
their setting, e.g., 1 V/m/s for the key accelerometer. To c
brate the connection between the TEAC DAT recorder a
computer hard disk, different voltages~between22 and12
V dc! were recorded onto the TEAC recorder and in para
measured by a volt meter. The recorded dc voltages w
transferred to computer hard disk as described above. T
values were compared with the values measured by the
meter. They correlated highly (R250.9998), with a factor
slightly above 2. The sound recording was calibrated wit
1-kHz test tone produced by a sound-level calibrator.8
J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W. Goeb
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D. Procedure

Five keys distributed over the whole range of the ke
board were tested: C1~MIDI note number 24!, G2 ~43!, C4
~60!, C5 ~72!, and G6~91!. The two authors served as pia
nists to perform the recorded test tones. Each key was h
as many different dynamic levels~hammer velocities! as pos-
sible, in two different kinds of touch: once with the finge
resting on the surface of the key~‘‘ legato touch’’ !, once hit-
ting the key from above~‘‘ staccato touch’’ !, touching the
key already with a certain speed.

Parallel to the accelerometer setting, the grand pia
recorded these test tones with their internal device on c
puter hard disk~Bösendorfer! or floppy disk ~Disklavier!.
For each of the five keys, both players played in both typ
of touch 30 to 110 individual tones with interonset time i
tervals of 1–3 s so that a sufficient amount of data with
large range of different hammer velocities was recorded.
sual feedback of the sound level was provided to the play
by the Ono Sokki sound-level meter. Separate MIDI files~or
Bösendorfer file triples! were recorded for each key, eac
type of touch, and for each piano and pianist~5 keys32
types of touch32 pianos32 pianists!, containing 964 indi-
vidual keystrokes for the Yamaha Disklavier and 697 for t
Bösendorfer. Immediately after each recording of a particu
key and a particular touch by one pianist, the recorded
was reproduced by the grand piano, and the accelerom
data were recorded again onto the multichannel DAT
corder.

This procedure delivered~1! information on timing and
dynamics for theoriginal recording; ~2! the internally stored
MIDI file of the Disklavier or its correspondent of the S
device; and~3! the precise timing and dynamics for there-
productionby the reproducing pianos.

In order to extract discrete data from the hammer a
key velocity tracks, several signal processing decisions
to be made.

~1! The hammer–string contactwas defined as the momen
of maximum deceleration of the hammer shank~hammer
accelerometer! which corresponded well with the phys
cal onset of the sound, and conceptually with the n
onset in the MIDI file. In mathematical terms, th
hammer–string contact was the minimum of the first d
rivative of the measured hammer velocity.

~2! As hammer velocity, the maximum hammer velocity~in
meters per second! before the hammer–string conta
was taken.

~3! An intensity valuewas derived by taking the maximum
energy~rms! of the audio signal. The audio channel
each file was calibrated with a 1-kHz pure tone at 94
~Brüel & Kjær sound-level calibrator type 4230!.

~4! TheMIDI note onset time, and theMIDI velocity number
were taken from the MIDI file or the corresponding in
ternal file format of the Bo¨sendorfer.

The onset differences between the original recording and
MIDI file, and those between the original recording and
reproduction were calculated.9 Since the three measuremen
~original recording, MIDI file, and reproduction! were not
2275l and R. Bresin: Accuracy of computer-controlled grand pianos
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FIG. 2. Timing delays~ms! as a function of recorded time~s! between the original recording and the MIDI file as recorded by the computer-controlled g
pianos for two types of touch: legato~‘‘lg’’ ! and staccato~‘‘st’’ !. Negative values indicate that an onset in the MIDI file was earlier than in the orig
recording. The straight lines are linear fits of the whole data.
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synchronized in time by the measurement procedure, t
first attacks were defined as being simultaneous. Care
taken that the first tones always were loud attacks in orde
minimize synchronization error, since timing error w
smaller the faster~the louder! the attack was. If there was
soft attack at the beginning of a trial, the three files we
synchronized by the first occurring louder attack~with ham-
mer velocity over 2 m/s or 77 MIDI velocity units!.

III. RESULTS AND DISCUSSION

A. Timing accuracy

In Fig. 2, the note onset delays of the MIDI file in com
parison to the original recording are plotted against the
corded time separately for the two pianos.10 It is evident that
both MIDI files showed a constantly decreasing delay o
time.

This constant timing error in the MIDI file was larger fo
the SE system than the Disklavier. The origin of this syste
atic timing error is unknown, but it is likely that the intern
counters of the systems~in the case of the SE system, it is
personal computer! did not operate in exactly the desire
frequency, probably due to a rounding error.

This time drift over time was small~0.0053% or
0.014%, respectively! and negligible for performance re
search ~tempo changes of that order are far below ju
noticeable differences, cf. Friberg and Sundberg, 1995!. But,
when such a device has to play in time with, i.e., an au
tape, the synchronization error will already be perceiva
after some minutes of performing.

To illustrate the recording accuracy without this syste
atic error, the residual timing error~the differences betwee
the fitted lines and the data! is plotted in Fig. 3 separately fo
the two pianos against recorded MIDI velocity.11 In an earlier
2276 J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W
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conference contribution, a different normalization meth
was applied on the same data of the Disklavier~see Goebl
and Bresin, 2001!. The variance was larger for the Disklavie
than the SE system~Yamaha mean: 1.4 ms, standard dev
tion ~s.d.!: 3.8 ms; Bösendorfer mean: 0.2 ms, s.d.: 2.1 m!,
but for both pianos, the residual timing error bore a tre
with respect to the loudness of the recorded tones. The
klavier tended to record softer tones later than louder on
the SE showed the opposite trend, but to a smaller extent
with much less variation~Fig. 3!.

The data in Fig. 3 were approximated by polynom
curves; the formulas are printed there. TheR2 values were
different for the two pianos. The Disklavier’s approximatio
explained barely 40% of the variance, while at the SE sys
it was about 70%. The Disklavier’s curve fit indicated
larger erroneous trend in recording—in addition to that—
possessed larger variability around that curve.

The timing delays between the original recording and
reproduction are plotted in Fig. 4 separately for the two
anos. The systematic timing error of the recording was
observed, so the display against recorded time~as in Fig. 2!
was not required. Evidently, the error in recording was c
celed out by the same error in reproduction. The differen
between the two systems became most evident in this
play. While the reproduced onsets of the Disklavier differ
as much as120 and228 ms~mean:20.3 ms, s.d.: 5.5 ms!
from the actual played onset, the largest timing error of
SE system rarely exceeded63 ms, with a small tendency o
soft notes coming up to 5 ms too soon~mean:20.1 ms, s.d.:
1.3 ms!.

Interestingly, the recording accuracy of the SE syst
was lower than its reproduction accuracy. Obviously, its
ternal calibration function aimed successfully to absol
precise reproducing capabilities. It could also be that the
. Goebl and R. Bresin: Accuracy of computer-controlled grand pianos
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FIG. 3. The residual timing error~ms! between the MIDI file and the original recording as a function of MIDI velocity, as recorded by the computer-cont
pianos. Again, negative values indicate onsets too early in the MIDI data, in comparison to the original file. The trend lines are polynomial functionfitted to
the data~as printed in the figures!.
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takes the first trip point~5 mm before the strings! as being
the note onset, but calibrates itself correspondingly to ov
come this conceptual mistake. However, this assumption
contradicted by information obtained by the SE’s develop
W. Stahnke~Stahnke, 2000; Goebl, 2001!.

B. Dynamic accuracy

The second of the investigated parameters is dynam
in terms of the speed of the hammer hitting the strings~m/s!
or peak sound-pressure level~dB!. We defined the hamme
velocity to be the maximum hammer velocity~see above!
J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W. Goeb
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since it was easy to obtain this value automatically from
recorded hammer track. Usually, this value correspon
very well with the velocity of the hammer when starting
touch the strings~final hammer velocity!, but especially for
soft notes the maximum hammer speed was larger than
hammer speed at the strings. In this case the time betw
the escapement~when the hammer loses physical connecti
to the key, that is, when the jack is catapulted away by
escapement dolly; for more detail see Askenfelt and Jans
1990 and Goebl, Bresin, and Galembo, 2003! and hammer–
string contact can be as long as 100 ms or more. The ac
FIG. 4. Timing delays~ms! between the original and its reproduction by the computer-controlled piano.~No systematic trend had to be removed.!
2277l and R. Bresin: Accuracy of computer-controlled grand pianos



FIG. 5. The maximum hammer velocity~m/s! as played by the pianists~x axes! and reproduced by the computer-controlled pianos~y axes!. ~The diagonal line
indicates ideal reproduction.!
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final hammer velocity was hard to determine from the ha
mer accelerometer measurements, but the compu
controlled devices measured an average velocity of the la
mm of the hammer’s travel to the strings~approximately the
last 10% of that distance!.

In Fig. 5, the reproduced maximum hammer velocity
plotted against the original maximum hammer velocity.
becomes evident that the Disklavier’s solenoids were
able to reproduce above a certain hammer speed. This va
slightly between keys, e.g., the G6~with less hammer mas
than hammers at a lower pitch! could be accelerated up to 3.
m/s, whereas a C1~with a comparatively heavy hamme!
2278 J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W
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only up to 2.4 m/s. On the SE system, this ceiling effect w
not so evident, and there was no obvious effect of pitch
for the Disklavier. Especially in very loud staccato tones,
first impact of the finger hitting the key resulted in a ve
high-peak hammer velocity which decreases significantly
til hammer–string contact. The solenoid was not able
reach this high-peak hammer velocity~and is not programed
to do so!, but it aimed to reproduce the measured final ha
mer velocity properly~see also Fig. 8!. In this light, the
maximum hammer velocity did not seem to be an appro
ate measure. Instead, the peak sound-pressure level~dB-
SPL! was taken~see Fig. 6!.
FIG. 6. Peak sound-pressure level~dB! as measured in the tones performed by the pianists~x axes! and reproduced by the computer-controlled pianos~y axes!.
. Goebl and R. Bresin: Accuracy of computer-controlled grand pianos



FIG. 7. Peak sound-pressure level~dB! against MIDI velocity as recorded by the computer-controlled pianos. The upper panels show legato touch~‘‘lg’’ !, and
staccato touch~‘‘st’’ ! as played by the pianist~a!, the lower display the reproduction~‘‘rp’’ ! by the computer-controlled pianos~b!.
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This display compares acoustic properties of the pla
tones with their reproduction~peak SPL in dB, Fig. 6!. Here,
the SE system revealed a much more precise reprodu
behavior over the whole dynamic range than the Disklav
In the latter, the dynamic extremes flattened out, soft to
were played back too loudly, and very loud tones too sof

In Fig. 7, the relation between MIDI velocity units an
peak sound-pressure level is displayed separately for the
cording ~a! and its reproduction~b!. On both instruments
different pitches exhibited a different curve. The higher t
pitch, the louder the radiated sound at the same MIDI vel
ity. The reproduction panel@Fig. 7~b!# reflected the reproduc
ing limitations of the Disklavier already shown in Fig. 6.
J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W. Goeb
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C. Two types of touch

Examples of alegatokeystroke~Disklavier, see Fig. 8!
and astaccatoattack~SE, see Fig. 9! are shown to demon
strate in detail the typical reproducing behavior of t
computer-controlled pianos. In these figures, instantane
key and hammer velocity~first and second row! are plotted
above the sound signal~third row!. In Fig. 8 on the left side,
a legatokeystroke as played by one of the authors is sho
with its smooth acceleration, on the right its reproduction
the Disklavier. The Disklavier hit the key always in astac-
cato manner, with an abrupt acceleration at the beginning
the attack. The parts of the piano action were compres
before their inertia was overcome and the hammer starte
2279l and R. Bresin: Accuracy of computer-controlled grand pianos
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nger–key
FIG. 8. A forte attack~C4, MIDI note number 60! played by one pianist~left panel! ‘‘from the key’’ ~‘‘ legato touch’’ !, and its reproduction by the Yamah
Disklavier ~right!. The upper panels plot key velocity, the middle hammer velocity, the bottom panels the sound signal. The three lines indicate the fi
contact~start of the key movement, ‘‘fk,’’ left dashed line!, the key bottom contact~‘‘kb,’’ dash-dotted line!, and the hammer–string contact~‘‘hs,’’ solid line!.
rt

;
n
o
a
a

m

o

-
er

m

n

e
th
e

th
l-
a
L
h
th
ef

ee
not
man
—in
oss

uc-
os
r
or-

ing
g
-

in
kla-
had

ese
, the
i-
eas
re-

the
em-
po
move upwards. The solenoid’s action resulted in a sho
travel time~the time between finger–key contact~‘‘fk’’ ! and
hammer–string contact~‘‘hs’’ ! was 26 ms instead of 37 ms
see Fig. 8, upper panels!. The travel time difference betwee
production and reproduction was even larger at very s
keystrokes. This could be one reason why soft notes
peared earlier in the reproduction by the Disklavier th
louder notes.

In this particular keystroke, the difference in peak ha
mer velocity was clearly audible. When the~final! hammer
velocities became similar, the two sounds, independently
how they were produced~legato—staccato—reproduced! be-
came indistinguishable.12 We cannot tackle here the contro
versy as to whether it is only hammer velocity that det
mines the sound of a single piano tone~White, 1930; Hart,
Fuller, and Lusby, 1934; Seashore, 1937! or if there are more
influencing factors like various types of noise emerging fro
the piano action the pianist’s interaction with it~Báron and
Holló, 1935; Báron, 1958; Podlesak and Lee, 1988; Aske
felt, 1994; Koornhof and van der Walt, 1994!.

A very loud staccato attack is plotted in Fig. 9 with th
original, human attack on the left, and its reproduction by
Bösendorfer SE on the right. The point of maximum hamm
velocity was 5.4 ms before hammer–string contact in
original recording, but only 1.6 ms in the reproduction. A
though the reproduced maximum hammer velocity w
lower ~5.4 m/s instead of 5.8 m/s!, the reproduced peak SP
was almost identical with those of the original sound. T
human player accelerated the key extremely abruptly so
the hammer reached its highest speed quite some time b
2280 J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W
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hitting the strings and—of course—lost energy at its fr
flight to the strings. Since the reproducing solenoid can
accelerate the key in the same abrupt way as the hu
player, the hammer reached maximum speed later, and
this example—the machine performed with less energy l
than the human player.

IV. GENERAL DISCUSSION

In this study, we measured the recording and reprod
ing accuracy of two computer-controlled grand pian
~Yamaha Disklavier, Bo¨sendorfer SE! with an acceleromete
setting in order to determine their precision for piano perf
mance research. Both devices showed a systematic tim
error over time which was most likely due to a roundin
error in the system clock~the internal hardware at the Dis
klavier, a common personal computer at the SE!. This linear
error removed, the Bo¨sendorfer had a smaller~residual! tim-
ing error than the Disklavier, but both exhibited a certa
trend with respect to the loudness of the tones. The Dis
vier tended to record soft tones too late, whereas the SE
the tendency to record soft tones too early. But, within th
tendencies, the SE was more consistent. At reproduction
superior performance of the Bo¨sendorfer became more ev
dent: the timing error was smaller than at recording, wher
the Disklavier added some variance in comparison to its
cording.

The important point for performance research was
recording accuracy of those systems. Apart from the syst
atic error that only marginally affected the measured tem
. Goebl and R. Bresin: Accuracy of computer-controlled grand pianos



ignal.

FIG. 9. A fortissimoattack~C4, MIDI note number 60! played by one pianist~left panel! from a certain distance above the key~‘‘ staccato touch’’ !, and its
reproduction by the Bo¨sendorfer SE grand piano~right!. The upper panels plot key velocity, the middle hammer velocity, the bottom panels the sound s
The three lines indicate the finger–key contact~start of the key movement, ‘‘fk,’’ left dashed line!, the key bottom contact~‘‘kb,’’ dash-dotted line!, and the
hammer–string contact~‘‘hs,’’ solid line!.
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as
value~0.0053% or 0.014%, respectively!, the residual timing
error ~Fig. 3! was considerably large for the Disklavier an
smaller for the Bo¨sendorfer. The measurement precisi
could be improved by subtracting these trends using
polynomial curve approximations as displayed in Fig. 3.

To examine reproducing accuracy in the loudness
mension, we used the maximum hammer velocity and
peak sound-pressure level as measures. Maximum ham
velocity did not correspond to the velocity measures c
tured by the sensors of the two systems. Considering
peak sound levels of the sounding signal, both devices c
tured in a similar way, only at reproduction the smaller so
noids of the Disklavier system could not reproduce very lo
tones properly. The lower the pitch~and thus the greater th
hammer mass!, the lower was the maximum sound-pressu
level of the Disklavier’s reproduction. The reproduction
soft notes was also limited~very soft notes were played bac
somewhat louder by the Disklavier!, because the tested Dis
klavier prevented very soft tones from being silently rep
duced with a minimum velocity matrix, adjustable by th
internal control unit. It was also due to this function that t
Disklavier was not able to reproduce silent notes, a cru
feature especially for music of the 20th century. The Bo¨sen-
dorfer exhibited linear reproducing behavior over the wh
dynamic range~from 60 to 110 dB SPL!.

As another, and indeed very important criterion of r
cording and reproducing capability, we did not investiga
the two pedals.~We are talking only of the right and the le
pedal of grand pianos, since the middle pedal—thesostenuto
J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W. Goeb
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pedal—only varies the tone length of certain keys depres
during its use, which is recorded and reproduced by sim
holding down the corresponding keys at the same time
pedal was depressed.! The use of the right pedal was no
investigated extensively up to date~apart from Repp, 1996d
1997b!. We did not have any hypotheses of how pedal
cording and reproducing accuracy should be approach
This item remains for future work.

Both the Disklavier and the SE system are based on
same underlying principle: that is, to measure and reprod
movement of the piano action~and the pedals!, in particular
the final speed of the hammer before touching the strin
This principle is fundamentally different from what a pe
forming artist does when playing expressively. The ar
controls finger, hand, and arm movements in order to rep
duce a certain mental image of the sound to be produced
continuously listening to the resulting sound and by feel
the hapto-sensory feedback of the keys~Galembo, 1982,
2001!. In this way, the performer is able to react to diffe
ences in the action, the voicing, the tuning, and the ro
acoustics, just to mention a few variables that have a cer
influence on the radiated sound. On the other hand, a re
ducing piano aims to reproduce a certain final hammer
locity independently of whether or not room acoustics, tu
ing, or voicing changed since the recording. Even if t
reproduction takes place on the same piano and immedia
after the recording, the tuning might not be the same a
more and the mechanical reproduction, as good as it m
be, does not result in an identical sounding performance
2281l and R. Bresin: Accuracy of computer-controlled grand pianos
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the pianist played it before. This obvious limitation of su
devices becomes most evident when a file is played fro
different piano or in a different room. Especially, if th
damping point~the point of the right pedal where it starts
prevent the strings from freely oscillating! is a different one
on another piano, tones in the reproduction will be prolong
~too much pedal! or get cut off~too little pedal! incorrectly.

One possible solution to this problem could be a rep
ducing device with ‘‘ears,’’ in other words, the piano shou
be able to control its acoustical outcome via a feedback l
through a built-in microphone. If put into a different room
the device could check the room acoustics, its pedal setti
and its current tuning and voicing before the playback sta
much the same as a pianist warming up before a conc
Such a system would require a representation of loudnes
timbre other than MIDI velocity, indicating at what relativ
dynamics a certain note was intended to sound in a pian
performance.

As the present study was planned to investigate the
fulness of the two devices in question for performance
search, we have to consider the obtained results in the
of practical applications. Although the Bo¨sendorfer is the
older system, it generally performs better. The disadvant
of the Bösendorfer is its price, around double the price o
grand piano of that size. Moreover, the SE system is
produced anymore, and there are only about 35 exemp
sold around the world, and very few in academic institutio
~such asOhio State University, or theHochschule fu¨r Musik
at Karlsruhe, Germany!.13 On the other hand, the Disklavie
is a consumer product, the price level generally cheaper
the Bösendorfer~depending on type of system!, and there-
fore more likely to be obtained by an institution.

The Disklavier measured in this study was certainly n
the top model of the Yamaha corporation. Since th
Yamaha issued the Mark III series and the high-end ser
called ‘‘Pro’’ ~e.g., the special ‘‘Pro2000 Disklavier’’!. The
latter series uses an extended MIDI format~with a velocity
representation using more than 7 bits!, and additional mea-
sures like key release velocity to reproduce the way the
nist released a particular key. It can be expected that th
newer devices perform significantly better than the tes
Mark II grand piano. Since these more sophisticated dev
were not available for the authors or too far away from
accelerometer equipment, which was too costly to transp
this has to remain a subject for future investigations.
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1The onset of a sounding tone is very often called ‘‘note onset,’’ becaus
the MIDI world’s terminology. In this paper, the terms ‘‘tone’’ and ‘‘note
are used synonymously, since we are not talking about musical notati

2The middle orsostenutopedal only prolongs certain tones and is n
counted as an individual expressive parameter.

3On the Disklavier, the hammer shutter is mounted closer to the fixed en
the hammer, whereas the SE has its shutter closer to the hammer~as dis-
played in Fig. 1!.

4Brüel & Kjær accelerometer type 4393. Mass without cable: 2.4 g; se
number 1190913.

5ENDEVCO accelerometer model 22. Mass without cable: 0.14 g; se
number 20845.

6Brüel & Kjær charge amplifier type 2635.
7Using an analog connection from the TEAC recorder to a multichan
sound card~Producer: Blue Waves, formerly Longhborough Sound Imag
model PC/C32 using its four-channel A/D module! on a PC running Win-
dows 2000 operating system.

8Brüel & Kjær sound-level calibrator type 4230, test tone: 94 dB, 1 kHz
9delayMIDI 5tMIDI 2toriginal ; delayrepro5t reproduced2toriginal .
10There were no systematic differences between the two performing pian

so the data in this and all subsequent figures were not plotted separ
for pianists.

11For the SE system, the final hammer velocity needs to be mapped to M
velocity values by choosing a velocity map. In the present study, a lo
rithmic map was always used:MIDI velocity552125 log2(FHV).

12As informal listening to the material suggests; systematic listening t
will be performed in future work.

13The SE system was recently completely re-engineered and was expec
be available commercially at the Bo¨sendorfer company by mid-2002
~Dain, 2002!.
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Báron, J. G., and Hollo´, J.~1935!. ‘‘Kann die Klangfarbe des Klaviers durch
die Art des Anschlages beeinflußt werden?’’ Z. Sinnesphysiologie66~1/2!,
23–32.

Behne, K.-E., and Wetekam, B.~1994!. ‘‘Musikpsychologische Interpreta-
tionsforschung: Individualita¨t und Intention,’’ in Musikpsychologie Em-
pirische Forschungen, A¨sthetische Experimente, edited by K. E. Behne, G.
Kleinen, and H. d. la Motte-Haber~Noetzel, Wilhelmshaven!, Vol. 10, pp.
24–32.

Bolzinger, S.~1995!. ‘‘Contribution a l’étude de la re´troaction dans la pra-
tique musicale par l’analyse de l’influence des variations d’acoustique
la salle sur le jeu du pianiste,’’ Unpublished doctoral thesis, Univers´
Aix-Marseille II, Marseille.
. Goebl and R. Bresin: Accuracy of computer-controlled grand pianos



H

’

d

n

or

-
p

a

pe
ics

gy

er

tic
.
-

rt

ch

J.

,’’

sy-

ies

ve

Soc.

-

e:

ive

r-

r-
m.

-

d-
g-

/
al

.

e

-

-
ll.
Bresin, R., and Battel, G. U.~2000!. ‘‘Articulation strategies in expressive
piano performance,’’ J. New Mus. Res.29~3!, 211–224.

Bresin, R., and Widmer, G.~2000!. ‘‘Production of staccato articulation in
Mozart sonatas played on a grand piano. Preliminary results,’’ TM
QPSR2000~4!, 1–6.

Coenen, A., and Scha¨fer, S. ~1992!. ‘‘Computer-controlled player pianos,’
Comput. Music J.16~4!, 104–111.

Dain, R.~2002!. ‘‘The engineering of the concert piano,’’ Ingenia12 ~May!,
20–39. Published online at http://www.pianosonline.co.uk/.

Friberg, A., and Sundberg, J.~1995!. ‘‘Time discrimination in a monotonic,
isochronous sequence,’’ J. Acoust. Soc. Am.98~5!, 2524–2531.

Galembo, A.~1982!. ‘‘Quality evaluation of musical instruments,’’~in Rus-
sian! Tech. Aesthetics5, 16–17.

Galembo, A.~2001!. ‘‘Perception of musical instrument by performer an
listener ~with application to the piano!,’’ in Proceedings of the Interna-
tional Workshop on Human Supervision and Control in Engineering a
Music, 21–24 September 2001~University of Kassel, Kassel, Germany!,
pp. 257–266.

Goebl, W.~2001!. ‘‘Melody lead in piano performance: Expressive device
artifact?’’ J. Acoust. Soc. Am.110~1!, 563–572.

Goebl, W., and Bresin, R.~2001!. ‘‘Are computer-controlled pianos a reli
able tool in music performance research? Recording and reproduction
cision of a Yamaha Disklavier grand piano,’’ inWorkshop on Current
Research Directions in Computer Music, 15–17 November 2001, edited
by C. L. Buyoli and R. Loureiro~Audiovisual Institute, Pompeu Fabr
University, Barcelona, Spain!, pp. 45–50.

Goebl, W., Bresin, R., and Galembo, A.~2003!. ‘‘The piano action as the
performer’s interface: Timing properties, dynamic behaviour, and the
former’s possibilities,’’ in Proceedings of the Stockholm Music Acoust
Conference, 6–9 August 2003~SMAC03!, edited by R. Bresin~Depart-
ment of Speech, Music, and Hearing, Royal Institute of Technolo
Stockholm, Sweden!, Vol. 1, pp. 159–162.

Hart, H. C., Fuller, M. W., and Lusby, W. S.~1934!. ‘‘A precision study of
piano touch and tone,’’ J. Acoust. Soc. Am.6, 80–94.

Juslin, P. N., and Madison, G.~1999!. ‘‘The role of timing patterns in rec-
ognition of emotional expression from musical performance,’’ Music P
cept.17~2!, 197–221.

Koornhof, G. W., and van der Walt, A. J.~1994!. ‘‘The influence of touch on
piano sound,’’ inSMAC 93: Proceedings of the Stockholm Music Acous
Conference, 28 July–1 August 1993, edited by A. Friberg, J. Iwarsson, E
V. Jansson, and J. Sundberg~Royal Swedish Academy of Music, Stock
holm!, Vol. 79, pp. 302–308.

Maria, M. ~1999!. Unschärfetests mit hybriden Tasteninstrumenten, Paper
presented at the Global Village—Global Brain—Global Music. KlangA
Kongreß 1999, Osnabru¨ck, Germany.

Moog, R. A., and Rhea, T. L.~1990!. ‘‘Evolution of the keyboard interface:
The Bösendorfer 290 SE recording piano and the Moog multiply-tou
sensitive keyboards,’’ Comput. Music J.14~2!, 52–60.

Palmer, C.~1989!. ‘‘Mapping musical thought to musical performance,’’
Exp. Psychol. Hum. Percept. Perform.15~12!, 331–346.

Palmer, C.~1996!. ‘‘On the assignment of structure in music performance
Music Percept.14~1!, 23–56.
J. Acoust. Soc. Am., Vol. 114, No. 4, Pt. 1, October 2003 W. Goeb
-

d

re-

r-

,

-

s

-

Palmer, C., and Brown, J. C.~1991!. ‘‘Investigations in the amplitude of
sounded piano tones,’’ J. Acoust. Soc. Am.90~1!, 60–66.

Palmer, C., and Holleran, S.~1994!. ‘‘Harmonic, melodic, and frequency
height influences in the perception of multivoiced music,’’ Percept. P
chophys.56~3!, 301–312.

Podlesak, M., and Lee, A. R.~1988!. ‘‘Dispersion of waves in piano
strings,’’ J. Acoust. Soc. Am.83~1!, 305–317.

Repp, B. H.~1993!. ‘‘Some empirical observations on sound level propert
of recorded piano tones,’’ J. Acoust. Soc. Am.93~2!, 1136–1144.

Repp, B. H. ~1994!. ‘‘On determining the basic tempo of an expressi
music performance,’’ Psychol. Music22, 157–167.

Repp, B. H. ~1995!. ‘‘Expressive timing in Schumann’s Tra¨umerei: An
analysis of performances by graduate student pianists,’’ J. Acoust.
Am. 98~5!, 2413–2427.

Repp, B. H.~1996a!. ‘‘The art of inaccuracy: Why pianists’ errors are dif
ficult to hear,’’ Music Percept.14~2!, 161–184.

Repp, B. H. ~1996b!. ‘‘The dynamics of expressive piano performanc
Schumann’s Tra¨umerei revisited,’’ J. Acoust. Soc. Am.100~1!, 641–650.

Repp, B. H.~1996c!. ‘‘Patterns of note onset asynchronies in express
piano performance,’’ J. Acoust. Soc. Am.100~6!, 3917–3932.

Repp, B. H.~1996d!. ‘‘Pedal timing and tempo in expressive piano perfo
mance: A preliminary investigation,’’ Psychol. Music24~2!, 199–221.

Repp, B. H.~1997a!. ‘‘Acoustics, perception, and production of legato a
ticulation on a computer-controlled grand piano,’’ J. Acoust. Soc. A
102~3!, 1878–1890.

Repp, B. H.~1997b!. ‘‘The effect of tempo on pedal timing in piano perfor
mance,’’ Psychol. Res.60~3!, 164–172.

Riley-Butler, K. ~2001!. ‘‘Comparative performance analysis through fee
back technology,’’Meeting of the Society for Music Perception and Co
nition (SMPC2001), 9–11 August 2001~Queen’s University, Kingston,
Ontario, Canada!, pp. 27–28.

Riley-Butler, K. ~2002!. ‘‘Teaching expressivity: An aural/visual feedback
replication model,’’ ESCOM 10th Anniversary Conference on Music
Creativity, 5–8 April 2002 ~Universitéde Liège, Liège, Belgium!.
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